TOWNS OF GENESEOQ & YORK

NOTICE TO BIDDERS

Sealed bids for the purchase of one (1) 2006 or newer Track Excavator with 1,900 hours or less will be
received by the Office of the Geneseo Town Clerk, 4630 Millennium Drive, Geneseo, New York 14454
until 2:00 pm on May 10, 2012 in accordance with the specifications.

All bids must be placed in a sealed envelope and shall be clearly marked “Sealed Bid for Excavator”.

Copies of said specifications may be obtained in person at the Town Clerk’s Office Monday through
Friday between the hours of 8:30 am and 4:30 pm, or electronically by calling the Town Office at (585)
991-5000.

All bids received will be publicly opened and read in the conference room of the Geneseo Town Office
Facility, 4630 Millennium Drive, Geneseo, NY at 2:00 pm on the afternoon of May 10, 2012.

A non-collusive bidding certificate must accompany each bid. The Towns of Geneseo and York reserve
the right to reject any and all bids, or to accept the bid that is in the best interest of the Towns of

Geneseo and York.

Dated: April 30, 2012 Geneseo Town Board, Geneseo, NY

York Town Board, York, NY



Town of York and Town of Geneseo

BID SPECIFICATIONS FOR:

ONE (1) 2006 OR NEWER
30,000 LB. CLASS TRACK
EXCAVATOR
WITH 1,900 HOURS OR LESS



Town of York and Town of Geneseo

BID SHEET

YEAR/ MAKE/ MODEL OF BID UNIT:

UNIT BID PRICE: $

OPTIONAL BID PRICING:
Bid price for NEW 60” tilting grading bucket with bolt-on-edge:$

Bid price for an additional year (3 years total) on the specified warranty: $

DELIVERY IN CALENDAR DAYS:

DOES THE BID UNIT MEET SPECIFICATIONS YES NO
IF UNIT DOES NOT MEET SPECIFICATIONS PLEASE EXPLAIN EXCEPTIONS.

BIDDER:
NAME:
ADDRESS:

PHONE:

FAX:

SIGNED:
PRINTED NAME:
TITLE:




Town of York and Town of Geneseo
Specifications for one used 2006 or newer

Track Excavator
With 1,900 hours or less

The intent of these specifications is to describe the minimum requirements for a 2006 or
newer heavy-duty crawler type excavator:

Operational Requirements:

Unit shall be a 2006 or newer with less than 1,900 hours of total use.

Meets Spec.  Yes No
Total Machine weight to be a minimum of 29,990 Ibs. with standard boom, standard arm
and 900 1b bucket. No additional counterweight to meet this specification will be

accepted.
Meets Spec.  Yes No

Engine must be of the latest design and meet all EPA Tier 2 emission requirements
currently in effect. Engine must be a minimum of 4 cylinders, 4-stroke diesel engine with
water-cooling, direct injection and charged air cooler. The engine has been developed
especially for excavator use, providing good fuel economy, low noise levels and a long
service life. Gross horsepower SAE 71349 98 hp.@ 2100RPM, Net horsepower, ISO
9249/DIN 6271 93hp., maximum torque at 1500RPM 288 Ib fi, with a total minimum
displacement of 244 cu.in.

Meets Spec. Yes No_
Centralized and on—ground lubrication for digging equipment and swing bearing,

Meets Spec.  Yes No_
Electrical system to provide an advanced monitoring of all machine function and
important diagnostic information. High capacity and well protected electrical system.
Centrally located fuse and relay box using clearly arranged printed circuit board.
Mounted for easy access behind the cab. Also to be include a master switch as standard.
24-volt system with 2 12 volt 100 Ah batteries and a 28V/80A alternator. Shall include
an engine block heater, and an amber, rotating beacon mounted on top of the cab.

Meets Spec.  Yes No_
The operators cab has easy assess via a wide door opening. The cab is supported by
hydraulic dampening mounts to reduce shock and vibration levels. Integrated air
conditioning and heating system. The pressurized and filtered cab air is supplied by an
automatically controlled fan, Meets Spec.  Yes No



The operator’s seat is adjustable and joystick consoles move independently to
accommodate the operator. The seat has nine different adjustments and a belt to meet any
operator’s comfort and safety. Sound level in cab according to ISO 6396 72LpAdB(A),
external sound level according to ISO 6395 100LwAdB(A).

Meets Spec.  Yes No
Undercarriage to be X type with greased and sealed track chains,

Meets Spec.  Yes No_
Gradeability shall be 35 degrees/ 70 % Meets Spec.  Yes No
Overall track width shall be a maximum of 8°6” with 24” track pads. Track length on
ground shall be a minimum of 9°10”, & 6°6” gauge Meets Spec.  Yes No
Tractive force shall be a minimum of 24,700 lbs. Meets Spec  Yes No_

Max travel speed shall be at least 3.4 MPH, have a ground clearance of at least 16”. Min.
7 lower rollers and 1 top roller on each side of unit. Meets Spec. Yes No
Service brakes to be servo-hydraulically maneuvered, self-adjusting wet multi-disc in two
separate brake circuits. Meets Spec.  Yes No
Parking brake to be negative wet disc in gear housing, spring applied and pressure
released. Meets Spec.  Yes No_
Digging brake to use travel brakes via mechanical travel pedal lock system.

Meets Spec.  Yes No
Brake security system. The two circuit travel brakes are supplied with two accumulators
in the event of a failure in the service brake system. Meets Spec.  Yes No

Service refill capacities need to be a minimum of the following.

Fuel tank: 68.7 gallons Meets Spec.  Yes. No
Hydraulic system, total. 54.2 gallon Meets Spec.  Yes No_
Hydraulic tank. 26.4 gallon Meets Spec.  Yes No_
Engine oil. 4.1 gallon Meets Spec.  Yes No
Engine coolant. 5.4 galion Meets Spec.  Yes No__
Swing reduction unit 1.0 galion Meets Spee.  Yes No_

Hydraulic system to have 2 variable displacement axial piston pumps with a minimum
flow of 31 GPM per pump. Meets Spec.  Yes No
For increased production the unit must have a summation system to combine flows of

both hydraulic pumps to ensure quick cycle times. Meets Spec.  Yes No



Must have Boom priority, arm priority, and swing priority, and must have a regeneration
system, that prevents cavitation, and provides flow to other movements during
simultaneous operations for maximum productivity Meets Spec.  Yes No

Must have a power boost to increase all digging and lifting forces a minimum of 10%.

Meets Spec.  Yes No_
Unit to be equipped with manufacturers hammer/ sheer piping, and the flow to this
plumbing shall be variable to adjust flow from cab. Meets Spec. Yes No_
System pressure to have a maximum of 4,690psi. Yes No
Maximum pressure with power boost 4,980psi. Yes No_
Servo pressure to be a maximum of 570psi. Yes No__

Swing system to use an axial piston motor with a planetary reduction gear for long

service life. Meets Spec.  Yes No____

Automatic swing holding brake and anti-rebound valve to be standard equipment.
Meets Spec.  Yes No

Minimum Swing speed to 11.0 rpm. Meets Spec.  Yes No

Excavator should be equipped with a boom with a minimum length of 15”1 and shall
have a minimum of 2 steel bulkheads, cross-mounted in the boom to reduce side-to-side

impacts. Meets Spec.  Yes No_
Excavator should be equipped with a minimum length arm of 9°10”.

Meets Spec.  Yes No_
Maximum digging reach. 28°11” Meets Spec.  Yes No
Maximum digging reach at ground level. 28°6” Meets Spec.  Yes No_
Maximum digging depth. 19°9” Meets Spec.  Yes No
Maximum digging depth with and 8” level bottom. 19°2” Meets Spec. Yes  No___
Maximum vertical wall digging depth. 18°1” Meets Spec.  Yes No_
Maximum cutting height. 28°9” Meets Spec.  Yes No_
Maximum dumping height. 20°9” Meets Spec.  Yes No
Minimum front swing radius. 9°4” Meets Spec.  Yes No_
Bucket breakout force (SAE/ISO) 19,6201bs Meets Spec.  Yes No_
Arm tear-out force (SAE/ISO) 13,2301bs. Meets Spec. Yes No_

Lifting capacity over the front @ 10’ reach from center of machine and at ground level to
be 14,510 Ibs. Minimum. Meets Spec.  Yes No
Unit to be equipped with Auxiliary Hydraulics for a hydraulic thumb, and a hydraulic

tilting grading bucket, Meets Spec.  Yes No_



Unit to be equipped with a hydraulic pattern control changer. This changes the functions
of the hydraulic joysticks. Meets Spec~ Yes No

Unit to be equipped with a hydraulic quick coupler attachment. For quick changing of

buckets and attachments. To be operated from inside the cab. Unit needs to have a

warning device inside the cab, when this is activated by the operator, for added safety.
Meets Spec.  Yes No_

Unit to be equipped with a 36” heavy duty-digging bucket to work in conjunction with
the hydrautic quick bucket coupler. Meets Spec.  Yes No

One (1) Parts manual, One (1) Service manual, and One (1) Operators manual, and 4 sets
of keys to be supplied with the unit.

Meets Spec.  Yes_ No__
Warranty shall 2 year/2,000 hour power train and hydraulic to include all, parts and labor
and including all time and travel to either Town. Meets Spec. Yes No_

Bidder shall include a copy of all components covered in the warranty.
Meets Spec.  Yes No



